
   SEE PLANTING DETAILS FOR INDIVIDUAL PLANTINGS.

   BE MADE ON THE EDGES OF PLANTING POCKET.

ALL PLANT MATERIALS, SEEDED LAWN AREAS (SERVICED BY THE

   AND/OR ALL NYLON CORD.

   AROUND THE TREE.
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This document is provided in electronic format for the referenced
project. It is understood and agreed that any use or reuse of original
or altered files will be at the user’s own risk and legal responsibility.
It is also agreed that the electronic files provided by Giffels-Webster
Engineers, Inc. (GWE) are being provided for general information
purposes only. Neither the electronic files nor any CAD versions are
to be relied on for construction layout purposes. The user expressly
indemnifies and holds GWE harmless for any and all claims, suits,
liability, demands or other costs arising out of or resulting from the
unauthorized use of these materials. GWE makes no representation as
to the accuracy of the information provided by the electronic media.
Data on electronic media can deteriorate or be modified without the
knowledge of GWE. Electronic media viruses are increasing in com-
plexity and growth. GWE advises all users to scan any disc received
from outside sources with a current antivirus program. It is understood
and agreed that GWE will not be responsible for any damage caused
by such a virus. If any virus is detected by your system on any media
received from GWE it is your responsibility to contact us immediately.
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LANDSCAPE DETAILS

   2-3 TIMES PER GROWING SEASON, AT A RATE AS PER RECOMMENDATION OF PRODUCT MANUFACTURER.

13.  PLANTING BED SOIL FOR ANNUALS SHALL BE SCREENED  TOPSOIL.  TO DETER WEED GROWTH DURING 

 5.  MULCH SHALL BE GROUND OR SHREDDED HARDWOOD BARK, FREE FROM DELETERIOUS MATERIALS

   AND SUITABLE AS A TOP DRESSING OF PLANTING BEDS AND INDIVIDUAL TREE PLANTINGS.

11.  PLANT MATERIALS SHALL BE USED IN COMPLIANCE WITH THE PROVISIONS OF THE LOCAL

   ORDINANCE AND SHALL BE NURSERY GROWN, FREE OF PESTS AND DISEASES, HARDY IN THIS

   COUNTY, IN CONFORMANCE WITH THE STANDARDS OF THE AMERICAN ASSOCIATION OF NURSERYMEN, AND 

   GUARANTEE PERIOD, IN ACCORDANCE WITH THE LOCAL ORDINANCE REQUIREMENTS.

   SHALL BE TAKEN 6’’ ABOVE THE GROUND LEVEL.  ALL OTHER MEASUREMENTS SHALL BE IN

   ACCORDANCE WITH THE LATEST EDITION OF ’’AMERICAN STANDARD FOR NURSERY STOCK’’

   LARGER THAN THE ROOT BALL AND THE SIDES OF POCKET ARE VERTICAL AND FRACTURED.

   INDIGENOUS SOILS SHALL BE TAMPED AND WATERED DURING BACK FILLING PROCEDURE.

3.  PLANTING POCKETS SHALL BE NO DEEPER THAN THE HEIGHT OF THE ROOT BALL, SAUCER SHALL

6.  TREES SHALL BE MULCHED WITH MIN. 3’’ DEEP HARDWOOD BARK MULCH 30’’ DIAMETER CIRCLE

7.  SHRUBS SHALL BE MULCHED IN BEDS ACCORDING WITH THE DETAIL ON THIS SHEET.  MULCH

   SHALL BE MIN. 3’’ DEEP HARDWOOD BARK.  SEE LANDSCAPE PLAN FOR LOCATION OF PLANTING BEDS.

8.  PLANTS SHALL BE GUARANTEED FOR TWO COMPLETE GROWING SEASONS (24 MONTHS).

   DEAD MATERIALS SHALL BE REPLACED AS NEEDED PRIOR TO THE EXPIRATION OF THE

9.  CONTRACTOR SHALL PROVIDE IN WRITING A LIST OF RECOMMENDED MAINTENANCE PROCEDURES

10.  REMOVE TOP 1/3 OF BURLAP ON ROOT BALL OR ALL IF WRAPPED IN PLASTIC COVERING

MAINTENANCE SCHEDULE" FOR HIS USE.

CONTRACTOR SHALL PROVIDE THE OWNER WITH A SUGGESTED "IRRIGATION

CONTRACTOR’S "TWO-YEAR IRRIGATION REQUIREMENT PERIOD". THE LANDSCAPE

AND LAWNS FOR THEIR FIRST YEAR OF GROWTH.  FOLLOWING THE LANDSCAPE

IRRIGATION SYSTEM) TO INSURE THE ESTABLISHMENT OF HEALTHY PLANT MATERIALS

REQUIRED TO INSURE DELIVERY OF PROPER AND ADEQUATE WATER SUPPLY TO

AND PERIODICALLY ADJUST THE IRRIGATION SYSTEM (PROVIDED BY OTHERS) AS

IT SHALL BE THE RESPONSIBILITY OF THE LANDSCAPE CONTRACTOR TO PROGRAM

LANDSCAPE CONTRACTOR’S "TWO-YEAR IRRIGATION REQUIREMENT PERIOD"

3. ALL LAWN AREAS SHALL BE IRRIGATED WITH AN UNDERGROUND, AUTOMATIC

1. ALL CONSTRUCTION SHALL CONFORM TO THE CURRENT STANDARDS AND

1.  PLANT MATERIALS SHALL BE SOUND, HEALTHY, VIGOROUS, FREE FROM PLANT DISEASES AND INSECTS

   OR THEIR EGGS, AND SHALL HAVE NORMAL, HEALTHY ROOT SYSTEMS.  CALIPER MEASUREMENTS

   THE ESTABLISHMENT OF ANNUAL & PERANNIAL BED, APPLY A PRE-EMERGENT (’PREEN’ OR EQUAL) AFTER PLANTING ANNUALS, 

GENERAL NOTES:

   (ANSI Z-60.1  + A300 2004.)

2.  PLANTING POCKETS SHALL BE DUG SO THAT THE POCKET DIAMETER IS A MINIMUM OF 4 FEET WIDER

4.  ALL TREE WRAPPING SHALL BE REMOVED UPON PLANTING.

IRRIGATION SYSTEM.  IRRIGATION HEADS SHALL BE PLACED SUCH THAT WATER

 WILL NOT HIT ANY HARD STRUCTURES OR SURFACES.

5.  BUILDING DEPARTMENT WILL NOT RELEASE CONSTRUCTION BONDS UNTIL CITY APPROVED 

LANDSCAPE ARCHITECT OR NURSERYMAN HAS INSPECTED THE SITE AND APPROVED 

TERRA SEED SYSTEM OR APPROVED EQUAL IS ENCOURAGED.

   FOR THE FIRST TWO GROWING SEASON.

OF BONDS.  ALL PLANT MATERIAL IS TO BE MAINTAINED FOR THE NATURAL LIFE OF THE

PLANT.  NO REMOVAL OF ANY PLANT MATERIAL IS PERMITTED WITHOUT REPLACEMENT.

6.  OWNER IS THEN RESPONSIBLE FOR CARE AND MAINTENANCE OF ALL PLANTS UPON RETURN

2. ALL AREAS NOT BUILT, LANDSCAPED, OR PAVED UPON SHALL BE SEEDED OR SODDED.

4. TWO YEAR GUARANTEE PERIOD BEGINS AT FINAL INSPECTION OF LANDSCAPE MATERIAL 

THE INSTALLATION OF LANDSCAPE PLANS.  FINAL BOND WILL NOT BE RELEASED UNTIL THE TWO 

TO THE AUTHORIZATION OF THE OCCUPANCY PERMIT.  THIS IS THE FIRST OF TWO REQUIRED 

CITY INSPECTIONS OF THE LANSCAPE PLAN INSTALLATION.

 YEAR GUARANTEE EXPIRES AND FINAL INSPECTION IS MADE.

LAWN SEED MIX:

8’-0
’’

4’ HIGH ORANGE PLASTIC SNOW

DRIP LINE OF TREES TO BE SAVED
FENCE TO BE INSTALLED AT

PRIOR TO ANY LAND CLEARING
OR CONSTRUCTION.

NOTE:

NO CUTTING, FILLING, OR TRESPASSING

SHALL OCCUR INSIDE THE FENCED AREA.

4x4 WOOD POST EVERY 8’-0’’

INSTALL POSTS AT MINIMUM

3’-0’’ INTO GRADE

FENCE AT TREE DRIP LINE

NO SCALE

EXISTING TREE PROTECTION DETAIL

FENCE AT TREE DRIP LINE

DRIP LINE OF TREE

 AND ROOT STIMULATOR BACKFILL.

UNDISTURBED EARTH

FORM SAUCER WITH

1’’ CONTINUOUS RIM FINISHED GRADE

3’’ DEEP HARDWOOD BARK MULCH

REMOVE ALL POT AND ALL PLASTIC 

NO SCALE

PERENNIAL PLANTING DETAIL

TOPSOIL SOIL & CANADIAN PEAT

WATER UPON PLANTING.

6’’ MIN. BETWEED ROOT BALLS 

DECIDUOUS TREE PLANTING DETAIL

INDIGENOUS SOIL BACKFILL.

REMOVE AIR POCKETS

WATER & TAMP TO

UNDISTURBED EARTH

NO SCALE

REMOVE TOP 1/3 BURLAP 

AND ALL PLASTIC CUT &

REMOVE ALL NYLON CORD

PLANT SO THAT TOP OF ROOT

BALL IS 1/3 ABOVE THE

3’’ CONTINUOUS RIM

FORM SAUCER WITH

FINISHED GRADE

NOTE:

3’’ DEEP HARDWOOD BARK MULCH

FINISHED GRADE

& METAL WIRE BASKET

TREE WRAP REMOVE AFTER PLANTING
PLANT AT TRUNK FLARE

4’-0" TYP. 4’-0" TYP.

REMOVE TOP 1/2 BURLAP 

AND ALL PLASTIC CUT &

REMOVE ALL NYLON CORD

NO SCALE

3’’ DEEP HARDWOOD BARK MULCH

FINISHED GRADE

SHRUB HEDGE PLANTING DETAIL

REMOVE AIR POCKETS

UNDISTURBED EARTH

INDIGENOUS SOIL BACKFILL.

WATER & TAMP TO

FORM SAUCER WITH

3’’ CONTINUOUS RIM

& METAL WIRE BASKET

12’’ BETWEEN ROOT BALLS TYP. 

PLANT SO THAT TOP OF ROOT

BALL IS 1/3 ABOVE THE

FINISHED GRADE

NOTE:

PREPARE BED AS PER
WRITTEN SPECIFICATION

BEFORE PLANTING

3" MULCH INSTALLED

PLANT SPACING AS PER PLAN

NO SCALE

GROUNDCOVER PLANTING DETAIL
NO SCALE

PLANT AT ROOT FLARE

4’-0" TYP. 4’-0" TYP.

INDIGENOUS SOIL BACKFILL.

REMOVE AIR POCKETS

WATER & TAMP TO

UNDISTURBED EARTH

REMOVE TOP 1/3 BURLAP 

AND ALL PLASTIC CUT &

REMOVE ALL NYLON CORD

3’’ CONTINUOUS RIM

FORM SAUCER WITH

FINISHED GRADE

& METAL WIRE BASKET

3’’ DEEP HARDWOOD BARK MULCH

PLANT SO THAT TOP OF ROOT

BALL IS 1/3 ABOVE THE

FINISHED GRADE

NOTE:

SHRUB PLANTING DETAIL

3’-0’’ MIN. BETWEEN ROOT BALLS TYP. 

EVERGREEN TREE PLANTING DETAIL
NO SCALE

PLANT AT TRUNK FLARE

4’-0" TYP. 4’-0" TYP.

INDIGENOUS SOIL BACKFILL.

REMOVE AIR POCKETS

WATER & TAMP TO

UNDISTURBED EARTH

REMOVE TOP 1/3 BURLAP 

AND ALL PLASTIC CUT &

REMOVE ALL NYLON CORD

3’’ CONTINUOUS RIM

FORM SAUCER WITH

FINISHED GRADE

& METAL WIRE BASKET

3’’ DEEP HARDWOOD BARK MULCH

PLANT SO THAT TOP OF ROOT

BALL IS 1/3 ABOVE THE

FINISHED GRADE

NOTE:

   SHALL HAVE PASSED INSPECTIONS REQUIRED UNDER STATE REGULATIONS.  A COPY WHICH SHALL BE KEPT

ON FILE WITH THE PLANNING OFFICIAL.

  SPECIFICATIONS OF THE CHARTER TOWNSHIP OF OXFORD.

BY THE TOWNSHIPS REPRESENATIVE A LANDSCAPE ARCHITECT OR NURSERYMAN, AND PRIOR 

01/01/2008
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12.  SEED SHALL BE CERTIFIED TURF GRASS SEED COMPLYING WITH AMERICAN SOD PRODUCERS ASSOCIATION 

   SPECIFICATION AND FREE OF WEEDS SEEDS AND UNDESIRABLE NATIVE GRASSES.  SEEDED AREAS SHALL 

   THE FIRST GROWING SEASON TO MAINTAIN A DENSE AND VIGOROUS GROWING LAWN.

  NOT BE PERMITTED TO DRY OUT.  ALL LAWN AREAS SHALL BE FERTILIZED AND WATERED AS REQUIRED DURING 
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